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Two Bold New
Innovations
in Subsurface
Irrigation
The Eco-Mat and PLD-ESD are new irrigation tools for the landscape
professional that solve a number of above ground watering challenges.
Designed to suit a variety of hard-to-irrigate
areas, these tools use a specially engineered
combination of inline emitter tubing and fleece,
which evenly disperse water from under the

③

②

surface. From the rooftop, to the city park,
to the schoolyard, and pretty much anywhere
else overhead irrigation is challenging, Eco-Mat
provides the perfect solution.

①

Eco-Mat (left)

PLD-ESD (right)

① 	Dripline cover (special polypropylene fleece)

Fleece-wrapped inline emitter tubing

②	 Mat made of special polypropylene fleece
③ PLD dripline

Eco-Mat is installed
below the surface,
so spaces can be
used all day, every
day with no worries
of vandalism or downtime due to irrigation.

The Pinnacle of Efficiency...

Irrigating at the Root
Because of common problems like irregular
distribution, the capillary rate of soils, and root
intrusion into drip emitters, typical subsurface
irrigation with bare emitter tubing is seldom
regarded as a viable solution. Eco-Mat not only
makes subsurface drip a viable solution, it makes
it a great one. And it solves all of these traditional
problems with efficiency-minded innovations.

Here’s how it works
The Eco-Mat consists of Hunter’s fleece wrapped
inline emitter tubing (PLD-ESD), mounted on
top of specialized fleece. Eco-Mat is then installed
in the soil to be irrigated, directly under the plant
material. When water is emitted, the PLD-ESD fills

and in turn saturates the Eco-Mat. Each square
metre of mat can hold up to two litres of water.
With Eco-Mat covering the entire area, water is
always available to all the roots, accelerating the
capillary effect of the soil.

A world of new possibilities
Where legislation has restricted overhead irrigation, Eco-Mat is the answer. Since there’s never
water on the surface, high-traffic public turf areas
can be used all day with no need to worry about
vandalism or damage. And because the Eco-Mat
can be customized to fit any area, even the oddest
shaped designs and most unique rooftops can
grow healthy plants and grass.

Outstanding water savings. Besides versatility, the Eco-Mat has another
huge benefit—conservation. This product’s water saving qualities include
eliminating wind, evaporation, and run-off water loss, while delivering nearperfect distribution.

Applications

Vegetation Growth Benefits

• L
 andscaping in arid and semi-arid climates,
where water conservation is crucial

•		Water supplied directly at the roots means
deeper, healthier roots

• S
 ites with municipal above-ground irrigation
restrictions

•		 Possible supplementation with liquid fertilizer

• B
 order and median landscapes of roads
and avenues

•		Reduction of soil erosion and improved
vegetation greening

• R
 ooftop greening systems, especially
in warm climates

•		 No stagnant water

• Sloped areas, significant undulation
• Oddly shaped areas

Water Usage Benefits
• No water loss due to wind

•		 Increased water storage capacity of soil

•		 Enhanced soil capillary action
•		Uniform amounts of water provided to all
mat areas

Practical Benefits

• Minimal water lost through evaporation

•		Reduced risk of component damage during
maintenance

• Almost 100% even water distribution

•		 Turf can be watered and used at the same time

• No run-off

•		Eliminates risk of vandalism, especially in hightraffic public areas

• Ability to water any time of day
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Eco-Mat
The Eco-Mat is composed of Hunter’s specialized
fleece-wrapped drip tubing (PLD-ESD), and root
zone irrigation mat made of polypropylene fleece.

B
A

PLD-ESD

Wicking action

The PLD-ESD provides enhanced lateral water
movement, which is dramatically more efficient than
unwrapped drip tubing where water is drawn downward into the ground. Length A and row spacing B
are dependent on design and site conditions.

Soil capillary
action

Installation depth guidelines (below)
The Eco-Mat should be installed just below the
optimal root depth to efficiently deliver water to a
variety of turfs, plants, and shrubs. Note: Eco-Mat
is not intended for the irrigation of trees.

10-15 cm
deep for turf

20 cm

deep for smaller plantings

30 cm

deep for shrubs

Project Profile
Project: Marco Polo Terraces
Location: Hamburg, Germany
Client: HafenCity Hamburg

Hamburg, Germany, is getting an urban facelift of epic proportions.
Located on the waterfront in the historic port city, the HafenCity area
is being built to define a new kind of city sector in both planning and
architectural terms.

With Eco-Mat, Life goes on

Uninterrupted
The Marco Polo Terraces featured is one
of the central plazas of HafenCity and has
become a marquis attraction for tourists
and popular hangout for locals.

With high local water rates,
keeping water use low was
crucial. The clear irrigation
solution was subsurface
drip irrigation using mat
technology.
While beautifully designed and appointed,
irrigating the terraces with conventional
overhead irrigation proved impractical.

Challenges included the winding sidewalks
adjacent to turf, nearly constant foot traffic,
unique hardscape and benches, and several
steep grass slopes. With high local water
rates, keeping water use low was crucial.
The clear irrigation solution for these
challenges was subsurface drip irrigation
using mat technology.
Since all watering is done under the surface,
the turf is usable all day, every day. And
because water usage is more efficient,
annual irrigation costs are kept to a minimum. Thanks in part to the versatility and
efficiency of this new irrigation innovation,
Marco Polo Terraces continues to be one
of HafenCity’s crowning achievements in
landscape architecture. ///

Technical Specifications

eCo-MAT™ TeCHNiCAl SPeCifiCATioNS (MeTriC)
Flow &
Spacing

Roll
Length

Width

m2

Operating
Pressure

Minimum
Filtration

Tubing Row
Spacing

Eco-Mat 16 mm

2.2l/hr
30 cm

100 m

0.80 m

80

1.4 to 3.4 Bar

120 mesh/125 micron

35 cm

PLD-ESD16

2.2l/hr
30 cm

100 m

N/A

N/A

1.4 to 3.4 Bar

120 mesh/125 micron

N/A

Model

Learn more. Visit hunterindustries.com/ecomat, or talk to your local field manager.

Helping our customers succeed is what drives us. While our passion
for innovation and engineering is built into everything we do, it is our
commitment to exceptional support that we hope will keep you in
the Hunter family of customers for years to come.

Richard E. Hunter, CEO of Hunter Industries

Website hunterindustries.com | Customer Support 760-744-5240 | Technical Service 760-591-7383
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01 Efficient: Water and oxygen are
delivered directly to the roots
02 Easy: Pre-assembled for fast
installation and top serviceability
03 Precise: Pressure-compensating
bubblers provide consistent water
output regardless of pressure

			

RZWS-E Root Zone Watering System Eco
Delivering water exactly where it's needed: in the ground, at the roots.
For young plants and trees to thrive, it is critical they receive adequate irrigation and a steady
exchange of oxygen to all levels of the root zone. This encourages roots to grow deep and stay
safely below the surface, allowing the plant to fully establish itself. Developed to meet this
challenge, the Root Zone Water System Eco delivers water to the root zone and provides the
root zone access to oxygen and vital nutrients. The RZWS-E comes pre-assembled for ease
of installation, and it is serviceable from the top. For efficient irrigation of trees and shrubs
delivered at the root, the Hunter RZWS-E is the solution.

Learn more. Visit hunterindustries.com for more detailed information.

RZWS-E FEATURES & SPECIFICATIONS
Dimensions

Features
•B
 uilt in Hunter Swing Joint for direct installation to ½”
PVC fitting
• Hunter pressure-compensating bubbler for precise
watering
• Robust end cap design
• Pre-assembled watering system for fast installation

Operating Specifications
• Bubbler flow rates: 0.9 L/min or 1.9 L/min

RZWS-E
Diameter: 7.6 cm
Length: 45 cm or 90cm

•R
 ecommended pressure range: 1.0-4.8 bar;
100 to 480 kPa

Model

Description

RZWS-E-18-25

45 cm root zone watering system,
0.9 L/min bubbler

RZWS-E-18-50

45 cm root zone watering system,
1.9 L/min bubbler

RZWS-E-36-25

90 cm root zone watering system,
0.9 L/min bubbler

RZWS-E-36-50

90 cm root zone watering system,
1.9 L/min bubbler

Operation

AIR FLOW

Website hunterindustries.com | Customer Support +1 760-744-5240 | Technical Service +1 760-591-7383

Helping our customers succeed is what drives us. While our passion for innovation and engineering
is built into everything we do, it is our commitment to exceptional support that we hope will keep
you in the Hunter family of customers for years to come.

© 2015 Hunter Industries Incorporated

Gregory R. Hunter, President of Hunter Industries
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MICRO IRRIGATION
Product Overview
RESIDENTIAL & COMMERCIAL IRRIGATION
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hunterindustries.com

Hunter’s Full Line of

MICRO IRRIGATION
PRODUCTS
Hunter now has a complete system of
commercial-grade micro irrigation products
for any application. Whether you’re designing
projects for dense or sparse plantings, narrow
beds, small spaces, or even green roofs, now
you can get everything you need from Hunter.

From micro sprays to our root zone
watering system, Hunter’s micro irrigation
solutions are designed to apply water
efficiently and precisely where it’s needed.

SURFACE

SUBSURFACE

APPLICATION CHART
Choose the combination of products best suited for your application and plant type using this chart.
LOW WATER

SPARSE
PLANTING

GROUND
COVER

TURF

DENSE
PLANTINGS

SHRUBS

TREES

0 cm

30

60

Good

-

Micro-Spray

PLD

PLD

PLD

PLD

PSE

Better

Micro-Spray

PSE

Eco-Wrap

Eco-Wrap

Eco-Wrap

Eco-Wrap

IH Riser

Best

PSE

IH Riser

Micro-Spray

Eco-Mat

Eco-Mat

Eco-Mat

RZWS

Notes: Improve any plan with Hunter's Rigid Risers, PE Tubing, Multi-Port Emitters, PLD-LOC Fittings and other accessories.

SURFACE
SUBSURFACE

ECO-MAT
A BOLD INNOVATION IN SUBSURFACE IRRIGATION

Eco-Mat is a cutting-edge subsurface irrigation product. It is made
with a high quality, fleece-covered Professional Landscape Dripline
and attached to a capillary mat. This special fleeced mat moves
the water through any type of soil – even inconsistent soils – and
promotes longer root growth and healthier plants.
•
•
•
•
•

Water-saving with nearly 100% distribution uniformity
Promotes healthier plant roots
Eliminates overspray onto sidewalks, buildings, or vehicles
Perfect for irrigating difficult areas
Use with PLD-Loc or barbed PLD fittings

ECO-MAT
90 m, and 100 m lengths

4 | Visit hunter.direct/micro

PRODUCT SPECIFICATIONS
Flow

2.2 l/hr; 0.13 m3/hr

2.2 l/hr; 0.13 m3/hr

Working Pressure

1.0 to 3.5 bar; 100 to
350 kPa

1.0 to 3.5 bar; 100 to
350 kPa

Minimum Filtration

120 mesh; 125 micron

120 mesh; 125 micron

Warranty

5 years

5 years

APPLICATION

SURFACE
SUBSURFACE

ECO-WRAP
A STEP UP FROM STANDARD DRIPLINE FOR SUBSURFACE APPLICATIONS

Professional Landscape Dripline, like other driplines, works very
well at grade. However, when irrigating subsurface, higher
distribution uniformity through fleece-wrapping is a better
solution. The Eco-Wrap uses the capillary action of the fleece wrap
to spread the water quickly and more efficiently through the soil. If
the goal is to save water and save money, then Eco-Wrap should be
considered for subsurface applications in place of bare dripline.
•
•
•
•
•

High distribution uniformity surpassed only by the Eco-Mat
Promotes healthier plant roots
Eliminates overspray onto sidewalks, buildings, or vehicles
Ideal for difficult areas between flagstone and pavers
Use with PLD-Loc or barbed PLD fittings

PRODUCT SPECIFICATIONS
Flow

2.2 l/hr; 0.13 m3/hr

2.2 l/hr; 0.13 m3/hr

Working Pressure

1.0 to 3.5 bar; 100 to
350 kPa

1.0 to 3.5 bar; 100 to
350 kPa

Minimum Filtration

120 mesh; 125 micron

120 mesh; 125 micron

Warranty

5 years

5 years

ECO-INDICATOR
The Eco-Indicator provides a visual signal that the system is pressurized and running. Whether you are using subsurface drip products or
installations at grade, the Eco Indicator lets you know that the system is
activated.

ECO-WRAP
76 m, and 100 m lengths

APPLICATION

Visit hunter.direct/micro | 5

SURFACE
SUBSURFACE

PROFESSIONAL
LANDSCAPE
DRIPLINE
BUILT FOR RELIABILITY AND EFFICIENCY

Professional Landscape Dripline (PLD) is Hunter’s solution for
dense plantings and gardens all around the world. With built-in
check valve emitters, PLD delivers water slowly and evenly for
consistent distribution. It is primarily used at grade, but can also be
used subsurface when required.
•
•
•
•
•
•
•
•
•

Check valves keep the line charged up to 1.5 m
and prevent low point drainage
Pressure compensating emitters
Flow rates of 1.4, 2.2, or 3.8 l/hr
Emitter spacing at 30 cm, 50 cm
Anti-siphon prevents debris from entering
emitters when used subsurface
Available without emitters (blank)
Use with PLD-LOC or barbed PLD fittings
Strong UV resistance
Warranty period: 5 years (2 additional years
for environmental stress cracking)

PLD
100 m, 200 m, and 400 m lengths

6 | Visit hunter.direct/micro

PRODUCT SPECIFICATIONS
Flow

1.4, 2.2, or 3.8 l/hr

Working Pressure

1.0 to 3.5 bar; 100 to 350 kPa

Minimum Filtration

120 mesh; 125 micron

Warranty

5 years (plus 2 additional years for
environmental stress cracking)

APPLICATION

SURFACE
SUBSURFACE

PLD-LOC
PREMIUM THREADED FITTINGS

17
MM
BARB
RELIABLE BARBED FITTINGS

Hunter PLD-Loc fittings are robust, easy to use, and fit multiple sizes
of tubing and dripline.

Hunter barbed PLD fittings are simple to use and work well with
PLD, Eco-Wrap, and Eco-Mat.

•
•
•

•
•
•
•

•
•

Dual barb system provides stronger hold than traditional fittings
Ideal for use with Eco-Mat®, Eco-Wrap™, PLD
Fits multiple sizes of dripline and tubing (Inside diameter range
from 13.3 mm to 15.8 mm)
Brown color to match PLD dripline
No clamps necessary

Double barb provides the strongest connection
Durable acetal plastic
Fit standard 17 mm dripline
Brown color matches dripline

PLD-LOC TEE
Loc Tee

PLD-LOC CPL
Loc Coupler

PLD-TEE
17 mm Barb Tee

PLD-CPL
17 mm Barb Coupling

PLD-LOC ELB
Loc Elbow

PLD-LOC 050
½" MPT x Loc

PLD-ELB
17 mm Barb Elbow

PLD-050
½" MPT x 17 mm Barb

PLD-LOC 075
¾" MPT x Loc

PLD-LOC CAP
End Cap x Loc

PLD-075
¾" MPT x 17 mm Barb

PLD-CAP
17 mm Barb x ½" MPT with Cap

PLD-BV
17 mm Barb Shut-off Valve

PLD-075-TBTEE
17 mm Barb Tee x ¾" FPT

PLD-LOC FHS
¾" Female Hose Swivel x Loc

PLD-AVR
½" Air/Vacuum Relief Valve

Visit hunter.direct/micro | 7

SURFACE
SUBSURFACE

MINI
LANDSCAPE
DRIPLINE
FLEXIBLE DRIPLINE FOR SMALL SPACES

The Mini Landscape Dripline (MLD) is a 6 mm dripline used for
shorter runs, raised planters and pots, and for small landscaping
beds. When 16 mm dripline is too large for an area, consider using
this 6 mm version which has even better flexibility. Non-pressure
compensating emitters are spaced at either 15 or 30 cm intervals
inside a black or brown tube.
•
•
•
•
•
•

Perfect for short runs and planters
30 m and 76 m lengths
15 or 30 cm emitter spacing
76 m rolls uncoil from the inside of the roll for easy,
no-hassle dispensing
Offered in both brown or black
Use with standard 6 mm barb fittings

QB-TEE
6 mm Barb Tee

QB-CPL
6 mm Barb Coupling

MLD
30 m, and 76 m lengths

8 | Visit hunter.direct/micro

PRODUCT SPECIFICATIONS
Flow

2.4 l/hr at 1.7 bar, 3.0 l/hr at 2.8 bar

Working Pressure

0.7 to 2.8 bar; 70 to 280 kPa

Minimum Filtration

150 mesh; 100 micron

Warranty

2 years

QB-ELB
6 mm Barb Elbow

QB-CRS
6 mm Barb Cross

APPLICATION

GP-025
Goof Plug

SURFACE
SUBSURFACE

IH
RISERS
FLEXIBLE HEAVY DUTY COMMERCIAL-GRADE

IH Risers are a heavy duty, commercial grade answer to point
source irrigation. Made of highly flexible PVC, IH Risers can be used
below grade or at grade. Their brown color blends well into the
surrounding landscape. Various configurations provide flexibility to
fit your irrigation needs.
•
•
•
•

•
•
•
•

Heavy duty commercial-grade vandal-resistant design
Accepts any ½" FPT emitter
Available in 30 cm lengths pre-assembled with ½" MPT adapter
and specified emitter with check valve
Available in both 30 cm and 61 cm cut lengths pre-assembled
with
two ½" MPT adapters
Pre-assembly reduces labor by up to 50%
Available as components only for self-assembly
Check valve holds back up to 2.7 m of head
Ideal for slopes

IH RISERS
20 cm, 61 cm, and 76 m lengths
● 2.0, ● 4.0, ● 8.0, ● 15.0, ● 23.0 l/hr

PRODUCT SPECIFICATIONS
Working Pressure

Up to 4.1 bar; 410 kPa

Minimum Filtration

150 mesh; 100 micron

Warranty

2 years

APPLICATION

Visit hunter.direct/micro | 9

SURFACE
SUBSURFACE

MICRO
SPRAYS
CLOSE-IN OR BROADCAST COVERAGE

Micro Sprays offer flexibility in irrigation by providing a range of
flows and diameters. Hunter offers three different varieties: SoloDrip, Halo-Spray, and Trio-Spray. Each offers a unique method of
irrigation whether the need is for small coverage, greater coverage,
or within pots and containers.
•
•
•
•

Use in pots, gardens beds, landscaped areas
Adjustable distance and flow
Use 10-32 threaded spray on top of Rigid Risers for
good overhead coverage
All products are available on 6 mm barb, 10-32 thread,
or 15.2 cm stake

PRODUCT SPECIFICATIONS
Flow

0 to 119 l/hr

Working Pressure

0.5 to 2.5 bar; 50 to 250 kPa

Minimum Filtration

100 mesh; 125 micron

Warranty

1 year

SOLO-DRIP
8 precise streams

HALO-SPRAY
Adjustable rotating cap

TRIO-SPRAY
Built in control valve, 90°, 180°, and 360°

APPLICATION

10 | Visit hunter.direct/micro

SURFACE
SUBSURFACE

POINT
SOURCE
EMITTERS
THE RIGHT AMOUNT OF WATER APPLIED DIRECTLY TO THE PLANT

Hunter pressure compensating emitters provide accurate irrigation
directly to the root zone of the plant. They are available in three
convenient styles: 6 mm barb, 10-32 thread, and ½" female pipe
thread (FPT). All models have flows of 2.0, 4.0, 8.0, 15.0, and 23.0 l/hr.
•
•
•
•
•
•
•

Pressure compensating
Color-coded by flow
Three inlet variations: 6 mm barb, 10-32 thread, ½" FPT
Coined edges for easy grip
Self-piercing barb
Optional diffuser cap
Self-flushing diaphragm

PRODUCT SPECIFICATIONS
Flow

2.0, 4.0, 8.0, 15.0, 23.0 l/hr

Working Pressure

1.4 to 3.5 bar; 140 to 350 kPa

Minimum Filtration

150 mesh; 100 micron

Warranty

2 years

①

②

③

INLET OPTIONS
① Self-Piercing, ② 10-32 Thread, ③ ½" FPT

POINT SOURCE EMITTERS
● 2.0, ● 4.0, ● 8.0, ● 15.0, ● 23.0 l/hr

APPLICATION

Visit hunter.direct/micro | 11

SURFACE
SUBSURFACE

MULTI-PORT
EMITTERS
MULTIPLE POINTS FOR GROUP PLANTINGS

Hunter pressure compensating Multi-Port Emitters (MPE's) have
6 ports per emitter and are designed for irrigating groups of
plants from one source. Hunter MPE's have the same color coding
as the single-port emitters in flows of 2.0, 4.0, 8.0, and 15.0 l/
hr. A gray Multi-Port manifold is also available, providing 6 ports
of unhindered flow. Vinyl plugs are provided to cover any unused
ports. The inlet port is ½" FPT and the emitters may be used with
any commercial drip system.
•
•
•
•
•
•

PRODUCT SPECIFICATIONS
Flow

2.0, 4.0, 8.0, 15.0 l/hr

Working Pressure

0.4 to 4.5 bar; 40 to 450 kPa

Minimum Filtration

150 mesh; 100 micron

Warranty

2 years

Unused ports may be closed using vinyl emitter caps
Pressure-compensating
Perfect for mixed plantings or series of shrubs
Flows are color-coded to match other Hunter emitters
½" FPT
Commercial-grade for all PVC systems
VINYL PLUGS

MULTI-PORT
● 2.0, ● 4.0, ● 8.0, ● 15.0 l/hr

12 | Visit hunter.direct/micro

APPLICATION

SURFACE
SUBSURFACE

RIGID
RISERS
INCREASED HEIGHT FOR BETTER COVERAGE

Made from high density polyethylene, Hunter Rigid Risers connect
directly to PVC or standard polyethylene tubing depending on the
configuration. Rigid Risers allow you to increase the height of your
emitter or spray to cover areas such as annual flower beds.
•
•
•
•
•

For rugged system designs
Accepts 10-32 threaded components
Perfect for annual flower beds and planters
Inlet configurations: ½" FPT, 6 mm barb, or blank
HDPE construction

RIGID RISER
30 cm and 45 cm lengths

PRODUCT SPECIFICATIONS
Working Pressure

Up to 3.4 bar; 340 kPa

Warranty

1 year

APPLICATION

Visit hunter.direct/micro | 13

SURFACE
SUBSURFACE

ROOT
ZONE
WATERING
SYSTEM
APPLIES WATER DIRECTLY TO THE ROOT ZONE FOR HEALTHIER TREES AND SHRUBS

For young plants and trees to thrive, it is critical they receive
adequate irrigation and a steady exchange of oxygen to all levels of
the root zone. This encourages deep root growth, allowing the plant
to fully establish itself. Developed to meet this challenge, the RZWS
features Hunter’s patented StrataRoot design, a series of baffles
that delivers water to multiple levels of the root zone.
•
•
•
•
•
•

Built-in Hunter Swing Joint for direct installation to ½" PVC
fitting
Hunter pressure-compensating bubbler for precise watering
Pre-assembled watering system for fast installation
Patented StrataRoot™ baffles divert water to root zone while
adding strength to the unit
Vandal-proof locking cap
Optional check valve to prevent low head drainage

PRODUCT SPECIFICATIONS
Flow

0.9 or 1.9 l/min

Working Pressure

1.0 to 4.8 bar

Warranty

2 years

RZB
The RZB is an accessory for small trees and shrubs that assists
irrigation systems in delivering water to the roots.

RZWS
25, 45, and 90 cm heights

RZB
23 cm height

14 | Visit hunter.direct/micro

APPLICATION

SURFACE
SUBSURFACE

DRIP
CONTROL
ZONE
KITS
PCZ: DURABLE & CONVENIENT KITS DESIGNED FOR RESIDENTIAL & LIGHT COMMERCIAL USE

This pre-assembled kit brings together the popular PGV valve
with the most durable and robust pressure-regulating filter on the
market. This kit comes standard with a stainless steel screen and
either a 1.7 or 2.8 bar regulator. With a shorter length than typical
control zone components, there is more available space in the
valve box.
•
•
•
•
•

PRODUCT SPECIFICATIONS
Flow

2 to 55 l/min

Working Pressure

1.4 to 8.0 bar; 140 to 800 kPa

Warranty

2 years

Factory assembled
Highest quality components
Saves on installation time
150 mesh; 100 microns stainless steel screen
1" (25 mm) inlet and 3/4" outlet

PCZ

APPLICATION

Visit hunter.direct/micro | 15

Helping our customers succeed is what drives us. While our passion
for innovation and engineering is built into everything we do, it is our
commitment to exceptional support that we hope will keep you in
the Hunter family of customers for years to come.

Gregory R. Hunter, President of Hunter Industries

Website www.hunterindustries.com

Customer Support 800-383-4747

Technical Service 760-591-7383

USA HEADQUARTERS
1940 Diamond Street
San Marcos, California 92078, USA
TEL: +1 760-744-5240

EUROPE
Avda. Diagonal 523, 5°- 2°
Edificio Atalaya
08029 Barcelona, Spain
TEL: +34 9-34-94-88-81

MIDDLE EAST
P.O. Box 2370
Amman, 11941, Jordan
TEL: +962 6-5152882
FAX: +962 6-5152992

MEXICO MANUFACTURING
Calle Nordika #8615
Parque Industrial Nordika
Tijuana, Baja California CP 22640
Tel: +52 664-143-1160

AUSTRALIA
Suite 7, 202 Ferntree Gully Road
Notting Hill, Melbourne, Victoria 3168,
Australia
TEL: +61 3-9562-9918
FAX: +61 3-9558-6983

CHINA
B1618, Huibin Office Bldg.
No.8, Beichen Dong Street
Beijing 100101, China
TEL/FAX: +86 10-84975146
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RESIDENTIAL & COMMERCIAL IRRIGATION

Built on Innovation®

01 Efficient: Patented StrataRoot™
baffles divert water to all levels
of the root zone
02 Durable: Robust, vandal-proof
cap protects irrigation hardware
03 Precise: Pressure-compensating
bubblers provide consistent
water output, regardless of
pressure

			

RZWS Root Zone Watering System
Delivering water to all levels of the root zone
For young plants and trees to thrive, they must receive adequate irrigation and a steady exchange
of oxygen across all levels of the root zone. This encourages roots to grow deep and remain safely
below ground, allowing plants to become strong and fully established. Developed to meet this
challenge, the Root Zone Watering System features Hunter’s patented StrataRoot™ design, a
series of internal baffles that direct water,oxygen, and nutrients to
the root zone and provide rigidity to the irrigation cylinder for added
durability. The RZWS comes pre-assembled for easy installation,
and the enclosed design and grate protect irrigation hardware from
vandalism. For efficient irrigation of trees and shrubs delivered
throughout the root zone, the Hunter RZWS is the optimal solution.
AIR FLOW

Operation

Learn more. Visit hunterindustries.com for more detailed information.

RZWS FEATURES & SPECIFICATIONS
Dimensions

Features

RZWS-36
Diameter: 7.6 cm
Cap Diameter: 12 cm
Length: 90 cm

•P
 atented StrataRoot™ baffles divert water to the root
zone while adding strength to the unit
• Pressure-compensating bubbler for precise watering
•L
 ocking cap for durable, vandal-proof protection of
irrigation hardware

RZWS-18
Diameter: 7.6 cm
Cap Diameter: 12 cm
Length: 45 cm

• Built-in Hunter Swing Joint for direct installation to
 1/ 2" PVC fitting

Operating Specifications

RZWS-10
Diameter: 5.1 cm
Length: 25 cm

• Bubbler flow rates: 0.9 l/min or 1.9 l/min
•R
 ecommended pressure range: 1.0 to 4.8 bar; 100
to 480 kPa

Factory-Installed Options
• Check valve

RZB

• Locking reclaimed purple cap

The RZB is an accessory for small trees
and shrubs that helps irrigation systems
deliver water to the roots.

Additional Options
• In sandy soil conditions, the RZWS-SLEEVE keeps the
interior free from soil intrusion.

• Solid mesh tube with perforated top
complements overhead or drip
irrigation systems

Diameter: 5 cm
Length: 23 cm

• Allows oxygen and natural precipitation
to reach the root zone
• Easy installation that directs overhead
and drip irrigation to the root zone

ROOT ZONE WATERING SYSTEM – SPECIFICATION BUILDER: Order 1 + 2 + 3

1

2 Bubbler Flow Rate

3

RZWS-10 = 25 cm Root Zone Watering System

25 = 0.9 l/min

(blank) = No option

RZWS-18 = 45 cm Root Zone Watering System

50 = 1.9 l/min

CV = Check valve

RZWS-36 = 90 cm Root Zone Watering System

(blank) = No bubbler or swing joint

R = Reclaimed cap

Model

Options

CV-R = Check valve with reclaimed cap
Examples:
RZWS-18 - 25 = 45 cm Root Zone Watering System at 0.9 l/min
RZWS-10 - 50 - CV = 25 cm Root Zone Watering System at 1.9 l/min, with check valve
RZWS-36 - 25 - CV-R = 90 cm Root Zone Watering System at 0.9 l/min, with check valve and reclaimed cap

ADDITIONAL OPTIONS (SPECIFY SEPARATELY)
RZWS-SLEEVE = Field-installed sleeve made from filter fabric

Website hunterindustries.com | Technical Service +1 760-591-7383
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RESIDENTIAL & COMMERCIAL IRRIGATION

Built on Innovation®

01 Durable: Highest quality components
are built to last in tough conditions
02 Convenient: All–in–one
preassembled kit
03 Reliable: Commercial–grade
components are factory assembled
and water tested

DRIP CONTROL ZONE KITS
Durable and Convenient Control Zone Kits Designed
for Commercial Applications
ICZ Drip Control Zone Kit: For the demanding low-flow requirements of commercial job
sites, Hunter’s ICZ Drip Control Zone Kit is here. This convenient, all-in-one kit offers the
superior performance of the Hunter ICV valve with Filter Sentry along with a stainless
steel filter and low- to high-flow pressure regulators. Because the kit includes pressure
regulation that ensures a consistent 25 or 40 PSI, the ICZ can accommodate drip needs in
normally difficult environments. With everything pre-assembled and water tested, the ICZ
provides a hassle-free way to install drip zones on commercial jobs.

Learn more. Visit hunterindustries.com for more detailed information.

DRIP CONTROL ZONE KITS FEATURES & SPECIFICATIONS

Features

Model

• Factory-assembled and water-tested

ICZ-101
Height: 63/4"
Width: 4"
Length: 14"
1" inlet x 1" outlet

• Highest quality components (stainless steel filter screen, standard flush cap,
top-of-the-line regulator)
• Filter Sentry™ diaphragm screen cleaning system (excluding ICZ-101-LF)
• Wide flow range to cover most micro commercial irrigation applications
• Warranty: 5 years

Specifications
ICZ-101:
• Pressure regulation: 25 or 40 PSI

ICZ-101-LF:
• Pressure regulation: 25 or 40 PSI

• Flow: 2 to 20 GPM
(120 to 1200 GPH)

• Flow: 0.5 to 15 GPM
(30 to 900 GPH)

• Operating pressure: 20 to 120 PSI

• Operating pressure: 20 to 120 PSI

• Operating temperature:
up to 120ºF

• Operating temperature:
up to 120ºF

• 150 mesh stainless steel screen

• 150 mesh stainless steel screen

• 1" outlet

• 3/4" outlet

ICZ-151:
• Pressure regulation: 40 PSI

ICZ-151-XL:
• Pressure regulation: 40 PSI

• Flow: 20 to 60 GPM
(1200 to 3600 GPH)

• Flow: 20 to 60 GPM
(1200 to 3600 GPH)

• Operating pressure: 20 to 120 PSI

• Operating pressure: 20 to 120 PSI

• Operating temperature:
up to 150ºF

• Operating temperature:
up to 150ºF

• 120 mesh stainless steel screen

• 120 mesh stainless steel screen

• Dual 1" outlets

• 2" outlet

ICZ-101-LF
Height: 7"
Width: 4"
Length: 101/4"
1" inlet x 3/4" outlet

ICZ–151

Height: 12"
Width: 12"
Length: 22"
1½" inlet x dual 1" outlets

ICZ–151-XL

Height: 12"
Width: 51/2"
Length: 221/2"
1½" inlet x single 2" outlet

DRIP CONTROL ZONE KITS – SPECIFICATION BUILDER: ORDER 1 + 2

1

Model

2 Options

ICZ-101 = 1" ICV Filter Sentry globe valve with 1" HY100
filter and regulator

25 = 25 PSI regulator
(excluding ICZ-151 and
ICZ-151-XL)

ICZ-101-LF = 1" ICV globe valve with 1" HFR-100-075
filter regulator

40 = 40 PSI regulator

ICZ-151 = 11/ 2" ICV Filter Sentry globe valve with 11/ 2" filter
and dual 1" regulators
ICZ-151-XL = 11/ 2" ICV Filter Sentry globe valve with 11/ 2"
filter and single 2" regulator
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RESIDENTIAL & COMMERCIAL IRRIGATION

Built on Innovation®

01 Convenient: Visible bright yellow or
reclaimed purple riser stem and cap
confirm system operation.
02 Reliable: Stem pops up when pressure
exceeds the threshold, indicating low
pressures if not raised.
03 Flexible: Connects via bottom or side
inlet ports for easy installation; side
inlet port is available on 30 cm version.

			

ECO-INDICATOR
Visually Confirm Irrigation System Operation and Adequate Pressure with
This Convenient Device
The Eco-Indicator provides a visual confirmation that an irrigation system is
operating properly. Whether you are using landscape dripline, online emitter
products, or subsurface products such as the Eco-Mat™ or Eco-Wrap™ Systems,
the Eco-Indicator will verify the system is pressurised.
It has a simple design and is easy to install. Depending on the model, the
bright yellow or reclaimed purple indicator stem will extend to a height of
15 cm or 30 cm when the system is running. When the system shuts off, the
Eco-Indicator will retract to a protected position out of sight.

https://hunter.info/ECOIDEM

Learn more. Visit hunterindustries.com or contact your local Sales Manager.

ECO-INDICATOR FEATURES & SPECIFICATIONS
Key Benefits
• Visible bright yellow or reclaimed purple riser stem and cap
indicate when system is in operation
• Stem pops up when pressure exceeds the threshold and assists in
confirming low pressures if not raised
• Connects via bottom or side inlet ports for easy installation; side
inlet port is available on 30 cm version only

Operating Specifications
ECO-ID
• Operating pressure: up to 4.8 bar; 480 kPa
• Indication of system operation: above 0.8 bar; 80 kPa
• Warranty period: 2 years
ECO-ID

ECO-ID-12

ECO-ID-12-R

ECO-ID-12, ECO-ID-12-R
• Operating pressure: up to 7 bar; 700 kPa
• Indication of system operation: above 1 bar; 100 kPa
• Warranty period: 5 years

The Eco-Indicator is compatible with rigid
PVC systems and any PE tubing or dripline
(both traditional and subsurface) with the
appropriate connections.

USER-INSTALLED OPTIONS FOR 30 cm ECO-INDICATOR
• Drain check valve (up to 3 m of elevation; P/N 437400SP)
• SJ Swing Joint: SJ-512 (½" threaded x 30 cm length)

ECO-INDICATOR
Model

Description

ECO-ID

15 cm Eco-Indicator

ECO-ID-12

30 cm Eco-Indicator

ECO-ID-12-R

30 cm Eco-Indicator, Reclaimed

Website hunterindustries.com | Customer Support +1-760-752-6037 | Technical Service +1-760-591-7383
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